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Performance

Structural breakdown drawing
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BA series 71-132 dimensions

Notes : Cable glands are M16 on size 71  /  M20 on size 80 up to 112  /  M25 on size 132

 112 125 140 140 160 190 216 216

 90 100 100 125 140 140 140 178

 45 50 56 56 63 70 89 89

 14 19 24 24 28 28 38 38

 M5 M6 M8 M8 M10 M10 M12 M12

 30 40 50 50 60 60 80 80

 9.5 11.5 11.5 11.5 14 14 14 14

 M6 M6 M8 M8 M8 M8 M10 M10

 5 6 8 8 8 8 10 10

 11 15.5 20 20 24 24 33 33

 71 80 90 90 100 112 132 132

 5 6 7 7 7 7 8 8

 7 10 10 10 12 12 12 12

 10.5  14 14 14 16 16 22 22

 130 165 165 165 215 215 265 265

 85 100 115 115 130 130 165 165

 110 130 130 130 180 180 230 230

 70 80 95 95 110 110 130 130

 3.5 3.5 3.5 3.5 4 4 4 4

 2.5 3 3 3 3.5 3.5 3.5 3.5

 160 200 200 200 250 250 300 300

 105 120 140 140 160 160 200 200

 344 380 412 436 487 505 606 644

 10 12 12 12 14 14 15 15

 8 9.5 10.5 10.5 12.5 13.5 16 16

 109 112 120 120 139 156 185 185

 145 160 180 180 196 218 265 265

A
B
C
D
d
E
Fa
Fb
f
g
H
h
I
K

Ma
Mb
Na
Nb
Oa
b

Pa
Pb
Q
S
V
W
Y

Dimension BA71 BA80 BA90S BA90L BA100L BA112M BA132S BA132M




